10’ CONTRACTION JOINT 10 CONTRACTION JOINT
/ CENTERED BETWEEN CENTERED BETWEEN
DIRECTION OF EXPANSION JOINTS. EXPANSION JOINTS.
BROOM FINISH, SEE DETAIL BELOW. DIRECTION OF / SEE DETAIL BELOW.
TYP BROOM FINISH,
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CURB & GUTTER — —
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(SEE DWG TE-10) CURB & GUTTER - I \ SEE PLANS
4” SHINER AT (SEE DWG TE—10) L I T
3/8” FULL DEPTH EXPANSION JOINT IN ﬁhLD Jl-%gg . \/ 4” SHINER AT
BOTH CURB AND SIDEWALK. 10 FOOT 3/8" FULL DEPTH EXPANSION JOINT IN ALL JOINTS
SPACING, TYP. SEE DETAIL BELOW BOTH CURB AND SIDEWALK. 10 FOOT AND EDGES
SPACING, TYP. SEE DETAIL BELOW
PLAN - CURBSIDE SIDEWALK PLAN - SIDEWALK WITH PLANTER STRIP
1’ WDTH VARIES 1', WIDTH VARIES _, PLANTER
> ‘ SEE PLANS CURB & GUTTER 2, SEE PLANS VARIES CURB & CUTTER
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e 1. 3 T2 2N~ f ; q:?g/—FOR ALTERNATE
~ - / DETAIL, SEE STD.
CEMENT CONCRETE 4 MIN. CSEC CEMENT CONCRETE TopsolL seg  DWG. RC—240-1.
SIDEWALK ‘ SIDEWALK 4" MIN. CSBC  STD. DWG. SW—130—1.
SECTION - CURBSIDE SIDEWALK SECTION - SIDEWALK WITH PLANTER STRIP
NOTES:
% —_—
) 1. CONCRETE SHALL BE AIR ENTRAINED CLASS 3000 PER SECTION
B e 1" MIN. SR 6—02 OF WSDOT STANDARD SPECIFICATIONS.
AN
L \{; L 2. FINISH: LIGHT FINISH WITH A STIFF BROOM PERPENDICULAR TO
NG U CURB. FOR GRADES OVER 4%, FINISH WITH A STIPPLE BRUSH.
L,
T \\94 3. REMOVAL/REPLACEMENT OF CEMENT CONCRETE CURB AND
PREMOLDED ™ SIDEWALK SHALL BE FROM EXPANSION JOINT TO EXPANSION
JOINT FILLER JOINT UNLESS OTHERWISE DIRECTED BY THE ENGINEER.
4. LIDS FOR JUNCTION BOXES AND UTILITY VAULTS SHALL BE
FULL DEPTH EXPANSION JOINT DETAIL CONTRACTION JOINT DETAIL NON—SKID. AS SPECIHED BY THE ENGINEER SEE DESIGN
STANDARD 14.E.
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